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GENERAL NOTES

   APPROVAL.

   DESIGNER WITH METHOD OF ATTACHMENT TO ROOF JOISTS FOR

   CHORD OF ROOF JOISTS SHALL NOT BE PERMITTED. PROVIDE 

   SHALL NOT DISPLACE THE UNITS. ATTACHMENT TO BOTTOM

   PERMITTED. THE SEISMIC CABLE SHALL BE DRAWN TAUT BUT

   BURNING, OR DRILLING OF THE ROOF JOISTS SHALL NOT BE

   JOISTS WITH APPROPRIATE FASTENING DEVICES. WELDING, 

b.   TO STRUCTURE:  ATTACH SEISMIC CABLE TO TOP CHORD OF ROOF 

   INSTRUCTIONS.

   CLIPS IN ACCORDANCE WITH MANUFACTURER'S INSTALLATION

   CABLES 90 DEG TO EACH OTHER. ATTACH SEISMIC CABLES TO ANGLE

   ADJACENT TO THE HANGER RODS. ORIENT THE FOUR SEISMIC 

a.   TO EQUIPMENT:  BOLT ANGLE CLIPS TO SUSPENDED EQUIPMENT

   COMPLY WITH THE FOLLOWING:

11.  METHODS OF ATTACHMENT OF SEISMIC RESTRAINT CABLES SHALL

   WILL BE NO SEPARATE PAYMENT FOR EXCAVATION FOR THESE SYSTEMS.

   WITHIN THESE LIMITS IS INCLUDED FOR PAYMENT IN THE MLSI. THERE

   MAJOR LUMP SUM ITEM (MLSI). EXCAVATION FOR PLUMBING SYSTEMS

10.  REFER TO SUPPORTING DOCUMENTS SUBSET FOR PAY LIMITS FOR

   THE BOTTOM OF THE MAIN PIPING RUN.

9.   UNLESS OTHERWISE INDICATED, ALL BRANCH PIPING SHALL BE OFF

   OF PIPING AND AIR VENTS AT ALL HIGH POINTS OF PIPING.

8.   PROVIDE DRAIN VALVES WITH HOSE THREADS AT ALL LOW POINTS

   CONSTRUCTION.

   MATCHING THE ADJACENT CONSTRUCTION IN FIRE RATED

   MAINTENANCE AND INSPECTION.  PROVIDE FIRE RATED DEVICES

   VENTS, AND OTHER ACCESSORIES IN CONCEALED SPACES, FOR

7.   PROVIDE ACCESS DOORS FOR SERVICE ACCESS TO VALVES, AIR

   MAINTENANCE PURPOSES.

   RISERS, MAINS, BRANCHES, AND CONNECTIONS TO ISOLATE FOR

6.   PROVIDE SHUTOFF VALVES AND UNIONS/FLANGES AT BASE OF ALL

   CONSTRUCTION.

   FIRE SEAL SHALL MATCH THE FIRE RATING OF THE ADJACENT

   SEAL WHERE PIPES PASS THROUGH FIRE RATED CONSTRUCTION.

   SLEEVES, SEAL AROUND OPENINGS, AND FINISH THE OPENINGS.  FIRE

5.   WHERE PIPES PASS THROUGH EXPOSED SURFACES, PROVIDE PIPE

   ESCUTCHEON PLATE/FRAMES.

   CEILINGS, ROOFS, AND WALLS, PROVIDE PIPE SLEEVES AND

4.   WHERE PIPES PASS THROUGH FINISHED SURFACES OF FLOORS,

   TO CLEAR BEAMS AND REINFORCEMENT BARS.

   MANUFACTURER.  EXACT LOCATIONS SHALL BE FIELD COORDINATED

   PIPES.  HOLE TOLERANCES SHALL MEET REQUIREMENTS OF SLEEVE

   DRILLED TO ACCOMMODATE PIPE SLEEVES FOR THE PASSAGE OF

3.   OPENINGS FOR PENETRATIONS IN SLABS AND WALLS SHALL BE

   INSTALLERS TO PREVENT INSTALLATION CONFLICTS.

2.   PLUMBING INSTALLER SHALL COORDINATE WITH ALL NECESSARY

   ADDED COST TO THE OWNER.  

   DISCREPANCIES TO THE SATISFACTION OF THE ENGINEER WITHOUT

   ALL WORK ARISING FROM SUCH FAILURE TO COORDINATE

   INSTALLER OF RESPONSIBILITY.  THE INSTALLER SHALL CORRECT

   FAILURE TO NOTIFY THE ENGINEER WILL NOT RELIEVE THE

   BEFORE PROCEEDING WITH THAT PORTION OF THE WORK.

   DISCREPANCIES BETWEEN FIELD CONDITIONS AND THE CONTRACT

1.   THE INSTALLER SHALL NOTIFY THE ENGINEER OF ANY

PLUMBING FIXTURE SCHEDULE
MINIMUM PIPE SIZES

9

1

2

3

4

5

6

7

8

10

12

NO. FIXTURE

WATER CLOSET

KITCHEN SINK

LAVATORY

WASH FOUNTAIN

URINAL

DRINKING FOUNTAIN

SHOWER

FLOOR DRAIN

SANITARY VENT HW CW

1"

•"

•"

•"

•"

•"

•"

•"

•"

ƒ"

ƒ"

2"

2"

2"

2"

3"

3"

2"

2"

2"

1•"

1•"

1•"

1•"

1•"

1•"

3"

2"

4"

13 2" 1•"ACCESSIBLE URINAL ƒ"

2"

4" 2" 1"11 ACCESSIBLE WATER CLOSET

SEALED EQUIPMENT DRAIN

ACCESSIBLE LAVATORY

2"

SERVICE BASIN

•"

•"

EYE/FACE WASH UNIT14 •" •"

15 ACCESSIBLE WATER COOLER •"1•"

2"

 1"  1"

2"

2"

      TRAPS AND SHUTOFF VALVES.

NOTE:  ALL FIXTURES TO BE PROVIDED WITH 

ABBREVIATIONS

W

WCO

W/

VTR

VIF

VERT

V

UST

UON

UG

TYP

TD

TPS

TW

TOS

T&B

STD

SQ

SAN

S

RL

REQ'D

REINF

rad

R

PVC

PLCS

PEX

OWSJ

OPP

od

oc

NTS

NOM

NO

min

MH

max

INV

id 

HW

HORZ

HP

GPM

GALV

GAL

GA

FT

FSP

FHC

FCO

EWT&B

EL

DWG

DN

dia

CW

CSBV

CO

CLG

CI

AVG

AFF

ADD'L

WASTE

WALL CLEANOUT

WITH

VENT THRU ROOF

VERIFY IN FIELD

VERTICAL

VENT

UNDERGROUND STORAGE TANK

UNLESS OTHERWISE NOTED

UNDERGROUND

TYPICAL

TRENCH DRAIN

TRAP PRIMER SYSTEM

TEMPERED WATER

TOP OF SLAB

TOP & BOTTOM

STANDARD

SQUARE

SANITARY

SUPPLY

RAIN LEADER

REQUIRED

REINFORCED

RADIUS

RETURN

POLYVINYL CHLORIDE

PLACES

CROSSLINKED POLYETHYLENE 

OPEN WEB STEEL JOIST

OPPOSITE

OUTSIDE DIAMETER

ON CENTER

NOT TO SCALE

NOMINAL

NUMBER

MINIMUM

MANHOLE

MAXIMUM

INVERT

INSIDE DIAMETER

DOMESTIC HOT WATER

HORIZONTAL

HIGH POINT

GALLONS PER MINUTE

GALVANIZE

GALLON

GAUGE

FOOT/FEET

FIRE STANDPIPE

FIRE HOSE CABINET

FLOOR CLEANOUT

EACH WAY TOP & BOTTOM

ELEVATION

DRAWING

DOWN

DIAMETER

DOMESTIC COLD WATER

COMBINATION SHUTOFF & BALANCE VALVE

CLEAN OUT

CEILING

CAST IRON

AVERAGE

ABOVE FINISHED FLOOR

ADDITIONAL

BWV

ST

D

MU

IW

SP

ST

F

W

R

T

S

SANITARY DRAIN ABOVE FLOOR OR GRADE

SANITARY DRAIN BELOW FLOOR OR GRADE

STORM DRAIN ABOVE FLOOR OR GRADE

STORM DRAIN BELOW FLOOR OR GRADE

FIRE LINE

WASTE

COMPRESSED AIR

DRAIN LINE

MAKEUP WATER

INDIRECT DRAIN

SPRINKLER / STANDPIPE

COMBINATION WASTE AND VENT

COLD WATER

HOT WATER

HOT WATER RETURN

VENT

TEMPERED WATER

PIPE RISER UP

PIPE RISER DOWN

BRANCH OFF TOP OF MAIN

UNION

CHECK

NON-SLAM CHECK

FOOT

PLUG

BALL

GAS

TRIPLE DUTY

BACK WATER

BUTTERFLY

AIR LINE

PRESSURE REDUCING

PRESSURE AND TEMPERATURE RELIEF

OUTSIDE SCREW & YOKE (OS&Y)

THERMOSTATIC WATER CONTROL SET AT 110° F

PIPING

FITTINGS

VALVES

LEGEND

CL

U
R.T.

VB

RD

BFP

S

DRAW OFF DRAIN

DIAL TYPE THERMOMETER

HOSE BIBB OR WALL HYDRANT

FIRE HYDRANT OR SIAMESE

VACUUM BREAKER

FLOOR DRAIN WITH P-TRAP

ROOF DRAIN

RUNNING TRAP

STRAINER

PRESSURE GAUGE WITH BRASS PETCOCK

STRAIGHT TYPE THERMOMETER

CAP

CLEANOUT

(WITH ACCESS DOOR IF REQUIRED)

WATER HAMMER ARRESTOR

CLEANOUT AT GRADE

BALANCING VALVE WITH GAUGE CONNECTIONS

FLOOR DRAIN WITH OUT P-TRAP

FILTER

IMMERSION SENSOR IN SENSOR WELL

KITCHEN SINK

LAVATORY

WASH FOUNTAIN

SHOWER STALL WITH SHOWER HEAD

URINAL

WATER CLOSET

EYE/FACE WASH UNIT

WATER COOLER

CENTER LINE

DRYER

PRESSURE SWITCH

PIPING SPECIALTIES

PLUMBING FIXTURES

MISCELLANEOUS

REDUCED PRESSURE PRINCIPAL BACKFLOW PREVENTER

1

2

COMPRESSED AIR DROPCA

SERVICE BASIN

VACUUM BREAKER AT HOSE BIBB.  

SHUTOFF PRIOR TO HOSE BIBB.  INSTALL

32" ABOVE FLOOR.  INSTALL BALL VALVE

•" COLD WATER DOWN TO •" HOSE BIBB

LEGEND CONT.

TO ADAPTER.

FLOOR. INSTALL BALL VALVE SHUTOFF PRIOR

NPT TO MALE NST HEX NIPPLE, 32" ABOVE

1•" COLD WATER DOWN TO 1•" FEMALE

EXPANSION JOINT

P

SV

A

S

VACUUM BREAKER AT HOSE BIBB.

SHUTOFF PRIOR TO HOSE BIBB.  INSTALL

32" ABOVE FLOOR.  INSTALL BALL VALVE

ƒ" HOT WATER DOWN TO ƒ" HOSE BIBB

3
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55

7

7

8

11

11

12

12

14

15

NOTE 3

NOTE 6

NOTE 7

NOTE 8

NOTE 9

NOTE 11NOTE 12

MEN'S

WOMEN'S

JAN.

ROOM

BREAK

ROOM

MECHANICAL

ROOM

ELECTRICAL

DATA

HALLWAY

VESTIBULE

LOCKER ROOM

CONFERENCE ROOM

CREW LEADER CLERKS SUPERVISOR

NOTE 13

CA

CA

A

P-008

2" CW

1‚" HW

2" CW

1" HW

2" CW

2" CW

2" CW

ƒ" CW

1‚" HW

2" CW

ƒ" HW

ƒ" CW

ƒ" HW

1•" CW

1•" HW

FROM TEMPERING VALVE TO EYE/FACE WASH UNIT.

IN SURFACE MOUNTED CABINET. PIPE TEMPERED WATER LINE

PIPE HOT AND COLD WATER TO TEMPERING VALVE LOCATED13.

5'-0" OFF FOUNDATION WALL.

REFER TO DRAWING NO. C-005 FOR CONTINUATION PAST

TO 5'-0" OFF FOUNDATION WALL BY PLUMBING INSTALLER.12.

ENTRANCE DETAIL.

REFER TO DRAWING NO. P-008 FOR WATER SERVICE 11.

THE VERTICAL RISERS.

LOCATE ALL WATER HAMMER ARRESTORS AT THE TOP OF10.

PRIMER PIPING DIAGRAM.

REFER TO DRAWING NO. P-009 FOR OFFICE AREA TRAP9.

LINE PER MANUFACTURER'S REQUIREMENTS.

PROVIDE COLD WATER LINE TO REFRIGERATOR. SIZE8.

PIPING DETAIL.

REFER TO DRAWING NO. P-008 FOR COMPRESSED AIR7.

TIGHT TO WALL. LOCATION SHOWN FOR CLARITY ONLY.

PIPING ARRANGEMENT. MOUNT BACKFLOW PREVENTER 

LINE VALVING. REFER TO DRAWING NO. M-005 FOR 

PROVIDE BYPASS LOOP WITH SHUTOFF AROUND BOILER

INSTALL ƒ" MAKEUP WATER LINE TO EXISTING BOILERS.6.

P-008 FOR INSTALLATION LOCATION OF PIPING SPECIALTIES.

TANKLESS WATER HEATER, REFER TO DETAIL ON DRAWING NO. 5.

SOME LOCATIONS SHOWN ARE FOR CLARITY ONLY.

BAY AREAS SHALL BE RUN TIGHT TO JOISTS AND WALLS. 

WALLS OR ABOVE THE DROP CEILINGS. ALL PIPING IN THE 

ALL PIPING IN THE OFFICE AREA SHALL BE CONCEALED IN4.

WATER COOLER AND REFRIGERATOR.

MECHANICAL ROOM AND MOUNTED 5'-0" max AFF, FOR THE

PROVIDE AN IN-LINE WATER FILTER, ACCESSIBLE FROM3.

DIMENSIONS NOT PROVIDED ON THE PLAN VIEW.

LOCATIONS, ADDITIONAL BALL VALVES, AND ANY 

PIPING RISER DIAGRAM FOR ALL WATER HAMMER ARRESTOR 

REFER TO DRAWING NO. P-008 FOR DOMESTIC WATER 2.

SCHEDULE.

REFER TO DRAWING NO. P-002 FOR PLUMBING FIXTURE 1.

NOTES:

NOTE 5 (TYP 2)

1‚"

OCCUM
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BAY AREASCALE: „" = 1'-0"

NOTE 4

14

1

1

1

CA

CA BAYS

WASH

2

MAINTENANCE BAYS

3

2

1

3

B

P-008

2" CW 2" CW

ƒ" HW

1•" CW

ƒ" HW

1•" CW

COORDINATE PIPING LOCATIONS WITH CRANE.5.

TO EYE/FACE WASH UNIT.

MOUNTED CABINET. PIPE TEMPERED WATER LINE FROM TEMPERING VALVE 

PIPE HOT AND COLD WATER TO TEMPERING VALVE LOCATED IN SURFACE 4.

LOCATE ALL WATER HAMMER ARRESTORS AT THE TOP OF THE VERTICAL RISERS.3.

SOME LOCATIONS ARE SHOWN FOR CLARITY ONLY.

ALL PIPING IN THE BAY AREAS SHALL BE RUN TIGHT TO JOISTS AND WALLS.2.

REFER TO DRAWING NO. P-002 FOR PLUMBING FIXTURE SCHEDULE.1.

NOTES:

1

CA

1

CA

1

CA

1

CA

1

CA

1" 1" 1" 1"

ƒ" A

2" CW

BRINE MAKING SYSTEM (BY OTHERS)

CAP FOR FUTURE CONNECTION TO

2" FEMALE PIPE THREAD FITTING WITH

(BY OTHERS)

TO BRINE MAKING SYSTEM

FOR FUTURE CONNECTION

•" AIR DROP WITH CAP

TANKLESS WATER HEATER

OCCUM
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SCALE: ‚" = 1'-0"

PLUMBING DRAINAGE

CO

NOTE 4

9

9

9

9

9

9

8

3 312

7

11

14

4

7

11

12

1

55

CONFERENCE ROOM

ROOM

MECHANICAL

ROOM

BREAK

JAN.

ROOM

ELECTRICAL CREW LEADER

DATA

HALLWAY

CLERKS

WOMEN'S

SUPERVISOR

VESTIBULE

MEN'S

LOCKER ROOM

2

15

FOR CONTINUATION

REFER TO DRAWING NO. C-005

93" VTR

PRIMER PIPING DIAGRAM.

REFER TO DRAWING NO. P-009 FOR OFFICE AREA TRAP4.

SHOWN ARE FOR CLARITY ONLY. 

WALLS OR ABOVE THE DROP CEILINGS. SOME LOCATIONS 

ALL PIPING IN THE OFFICE AREA SHALL BE CONCEALED IN3.

ON THE PLAN VIEW.

RISER DIAGRAM FOR ANY DIMENSIONS NOT PROVIDED 

REFER TO DRAWING NO. P-009 FOR SANITARY PIPING 2.

SCHEDULE.

REFER TO DRAWING NO. P-002 FOR PLUMBING FIXTURE 1.

NOTES:

5'-0" OFF FOUNDATION WALL

4" INV EL. 59'-4‚"

3"

2"

2"

4"

3"

3"

4"

2" V

4" S

2" V

4" S

2" V

4" S

2" V

4" S

2" V

2" V

2" V

2" V

2" S

2" V

3"3"

(TYP 2)

HEATER DRAIN 

TANKLESS WATER 

3"

OCCUM

3" INV. EL. 60'-10‚"

5
'-
0
"

1'-0" OFF FOUNDATION WALL

4" INV EL. 59'-9"
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SEPARATOR

1000 GALLON DOUBLE WALL OIL-WATER SEPARATOR DETAIL

HYDROSTATIC SENSOR DETAIL

IN-TANK PROBE DETAILOIL-WATER SEPARATOR PLAN VIEW

STEEL CONDUIT 

ƒ" RIGID

STEEL CONDUIT

ƒ" RIGID

A

B

P-001
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PROOF FITTING

"EY" EXPLOSION

DOUBLE-WALL TANK

4" PVC PIPE RISER

HYDROSTATIC SENSOR

VENT TUBE

RISER PIPE CAP

LEAD CABLE

ADJUSTABLE

FITTING

ANNULAR SPACE DOUBLE-WALL TANK

WATER LEVEL FLOAT

IN-TANK PROBE

LEAD CABLE

ADJUSTABLE

CAP AND ADAPTOR

MONITOR PROBE

CORD GRIP

PRODUCT LEVEL FLOAT

JUNCTION BOX

WATERTIGHT

PROOF FITTING

"EY" EXPLOSION

4" PVC PIPE RISER

CORD GRIP
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CONTAINER, AND
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36" dia MANHOLE FOR

OUTLET PIPE
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2" TANK VENT

& HYDROSTATIC SENSOR

29" OVAL MANWAY

36" dia MANHOLE FOR

CONCRETE APRON

TUBE (2 REQ'D PER TANK)
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8" dia HANDHOLE FOR

{ TANK FITTING (TYP)

PROBE FITTING
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ALLOW SLACK AT TANK IN ALL PIPING FOR SETTLING OF TANK.4.   

AS REQUIRED IN ACCORDANCE WITH NFPA 70.   
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APPROVED TANK MANUFACTURER.   
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THE MANHOLE ARRANGEMENT IS BASED ON CONTAINMENT SOLUTIONS TANKS.  ACTUAL2.   

PAD DIMENSIONS SHALL BE SIZED BASED ON THE APPROVED TANK DIMENSIONS.   

THE DESIGNED TANK DIMENSIONS ARE BASED ON CONTAINMENT SOLUTIONS.  ACTUAL1.   
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29" OVAL MANWAY

FOR CONCRETE SLAB

#6@12" EWT&B REINFORCEMENT

AXIAL BAFFLES
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{

24" 12" 12"

FACTORY INSTALLED SLOTTED PIPE

36" dia MANHOLE FRAME AND COVER

HYDROSTATIC SENSOR RISER

COALESCER PACKS

PEASTONE GRAVEL

RISER

UNDER ALL OPENINGS

DEFLECTOR PLATES REQUIRED

BRINE FILLED ANNULAR SPACE

2" SUCTION TUBE

2" ADAPTER AND CAP

4" PUMP-OUT RISER WITH

P-011

11'-11"

42" dia TURBINE ENCLOSURE WITH TOP 42" dia TURBINE ENCLOSURE WITH TOP

FRONT OF INLET RISER

4" dia NPT SPARE LOCATED IN

NOT TO SCALE

A

INLET PIPE, F.L. 6" PVC IN - 56.06

OUTLET PIPE, F.L. 6" PVC OUT - 55.50

SECTION

TURF

ESTABLISHED 

VALVE FOR PUMP-OUT PIPE

CONTAINMENT BUCKET WITH DRAIN

5 GALLON, BELOW GRADE SPILL

TUBE ANCHORAGE

CONCRETE SLAB FOR SNIFF

16' TOTAL LENGTH (TYP)

MANUFACTURERS STANDARD,

PRE-FABRICATED DEADMAN ANCHOR,

TYP
24"(TYP)

FILTER FABRIC

SECTION
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"
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ƒ" HIGH

RAISED AREA

48" WIDE12"

TUBE (2 PLACES)

4" PVC (SLOTTED) SNIFF

FOR INLET AND OUTLET)

6" x 3" TEE FOR 3" VENT (TYP

PEASTONE GRAVEL

8" HANDHOLE

WITH SCREW PLUG (TYP)

6" dia FEMALE COUPLING

UNDER ALL OPENINGS

DEFLECTOR PLATES REQUIRED

(TYP ALL VENT PIPING)

FLEXIBLE CONNECTOR

(TYPICAL EACH VENT PIPE)

10" x 12" x 18" CONCRETE PAD

P-011

TURF

ESTABLISHED

FLEXIBLE CONNECTOR

3" VENT PIPE WITH

BELOW GRADE

PVC VENT PIPE

ADAPTOR

3" PVC

NOT TO SCALE

B

POLE FASTENED BY UNISTRUT.  TERMINATE 12' ABOVE GRADE.

3" GALV STEEL RISER WITH VENT CAP SUPPORTED ON 3" GALV STEEL

INLET & OUTLET ORIENTATIONS.

DRAWING NO. C-005 FOR CORRECT

OUTLET PIPE. REFER TO 

12"

(TYP)

FILTER FABRIC

12"
TYPTYP

24"

TYP

12"

MANUFACTURERS STANDARD

PRE-FABRICATED DEADMAN ANCHOR,

PLACE WHILE BACKFILLING.
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16"x16"x12" SLAB, 4 #5 REBAR 10"
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MANUFACTURERS RECOMMENDATIONS.

PROVIDE ANCHOR STRAPS PER
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Check Task Section in DPD 
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 1. Attach this checklist to the discipline subset. Section 3.1 


 2. Ensure the plans conform to Section 1.4, step 1 of    
the Digital Project Development Manual. 


Section 1.4 


 3. Complete the following tasks using Bluebeam on 


the discipline subset? 


 


 a. Apply Page Labels Section 1.6.2 


 b. Apply Sheet Numbers Section 1.6.2 


 c.  Apply Watermark Section 2.4 


 d. Flatten Markups Section 2.4 


 e. Digital Signature Field Section 2.5.1 
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discipline subset into the 100_Contract_Plans 
folder in Projectwise and attribute the document 


correctly? 


Section 3.2.4 


 a. Discipline = CT 
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they can apply their Digital Signature 


 


 7. Apply the QA/QC stamp after the discipline 
subset has been digitally signed. 


Section 3.1 


I have performed and checked that all the tasks above were performed correctly. 
 


                    
 


                   Submitted By (Type in Name)                     Phone Number (Type in Phone Number) 



http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page%3D55

http://www.ct.gov/dot/lib/dot/documents/aec/digital_project_development.pdf#page=8

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page%3D12

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page%3D12

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page%3D40

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page%3D41

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page%3D44

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page%3D61

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page%3D56



		Check Box1: Off

		Check Box2: Off

		Check Box3: Off

		Check Box4: Off

		Check Box5: Off

		Check Box6: Off

		Check Box7: Off

		Check Box8: Off

		Check Box9: Off

		Check Box10: Off

		Check Box11: Off

		Check Box12: Off

		Check Box13: Off

		Check Box14: Off

		Text1: 

		Text2: 





		2015-08-13T14:52:03-0400
	Gregory Dorosh, P.E.




